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Product Specifications

IMAX Theatre, Kuala Lumpur, Malaysia

PARAGON 755 - Datasheet

Backrest

• Inner ply is made of 15 mm thick press curved 
plywood, upholstered with High Resilience Foam of 
85-110mm thickness and covered with leatherette / 
leather / fabric.

Seat

• Inner structure made of Ø21mm x Thk. 2.6mm and 
Ø27mm x Thk. 2.6mm  tubular steel frame, 
integrated in moulded High Resilience foam and 
covered with leatherette / leather / fabric.

• Maintenance-free tip-up seat with counterweight 
systems and being lift-up by means of gravity using 
Round Pivot mechanism.

Armrests, Panel & Leg

• Made by black polyurethane foam, upholstered with 
High Resilience foam and covered with leatherette / 
leather / fabric.

• Aisle panel made of MDF board and upholstered with 
leatherette / leather / fabric.

• Centre and end legs are of lateral pedestal design 
made of a square hollow section of 38mm x 38mm x 
Thk 2.3mm continuously welded to 6mm thickness 
steel plate.

• Finger Proof - Recliners are attached with finger 
guard to reduce hazard.

Metal Finishing

• All metal parts exposed shall be stripped and cleaned 
with iron phosphate, hot water rinsed and then 
chromic acid rinsed.

• All metal parts are coated with an epoxy finish 
minimum of 60 microns for outdoor use.

Upholstery  Material

• Refer Ferco Standard Fabrics & Leatherette Chart.

Fire Safety

• Fire Safety - Flammability compliance with California 
Bulletin 117 and international regulations in their last 
issues and particularly with safety regulations.

• Flammability compliance with BS 5852 : 2006 Section 
3 Ignition Source 0 & 1.

Warranty

• Refer to Ferco Product Warranty.

Additional Options 

• Round seat numbering

• Row lettering type A

• Row lettering type E with Aisle light

• ¾ laminated outer back

• Embroidery logo

• Embroidery seat numbering

• Removable headrest cover

• Retractable intermediate armrest

• Tandem free standing/Tandem removable leg

• Castor wheel

• A.D.A Panel

• Tip-down seat

• Fixed seat

• Twin seat

• Rocker backrest

• Variable cupholders

• Flammability compliance with BS 5852 : 2006 Section 
3 Ignition Source 5


